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THANK YOU FOR PURCHASING 
DROP PAD 

Drop Pad is a unique and inspiring sample-based 
playback instrument for Kontakt.  

Its engine allows for the dynamic morphing between 
four different samples with additional extensive 
modulation and effects options. 

But best of all is that once you’ve explored the large 
library of on-board Snapshots, you can easily create 
your own by simply dragging your samples, or one of 
the Drop Pad library samples right onto the user-
friendly interface.



1 INSTALLATION 
Drop Pad 2.2 RE requires a full version of Kontakt 6.7.0 + or Kontakt 7 . Kontakt Player is NOT supported. 

Unzip and copy the ‘Drop Pad 2.2 RE’ folder to your preferred hard drive/location ensuring the folder contents remain 
unchanged.  

IMPORTANT - Copy the ‘Drop Pad 2.2 RE’ folder inside the 'Snapshots' folder to the NI User content folder: 

Mac: mac HD:/Users/<your username>/Documents/Native Instruments/User Content/Kontakt/Drop Pad 2.2 RE/  
Windows: C:\Users\<your username>\Documents\Native Instruments\User Content\ Drop Pad 2.2 RE\ 

Please read the KOMPLETE KONTROL section (Chapter 7) if you want to use Drop Pad within Komplete Kontrol. 
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As soon as the files are copied to the correct disk location, you 
will be able to access the snapshots from the loaded Drop Pad 
instrument in Kontakt.  
Make sure to load Kontakt first and then access the snapshots 
from the file selector. 
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2 OVERVIEW 
Drop Pad operates using four tabbed window views: MAIN, EDIT, MOD and FX. Though the operation of Drop 
Pad is extremely intuitive, please read through these instructions to ensure that you understand all its features 
and the creative possibilities that these offer. 
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These controls are accessible from all windows: 

PLAY / STOP SOUND 
To hear a loaded snapshot, play a key or click on the DROP > PAD logo to 
play back or stop the current sound - The triggered note when clicking  
on the logo will be C3. 

SOLO BUTTONS 
Soloing a pad will mute all other pads and will also interrupt MORPH and WARP   

ISOLATE BUTTONS 
Isolate can be used to exclude one or more samples from the MORPH and WARP  
functions. An isolated pad will be played at a constant volume. This can be useful 
if a steady foundation is needed for a sound. Isolated pads are indicated by a brighter  
layer on top of the waveform pad. 

What is MORPH and WARP? 

MORPH 
MORPH is a circular/sinusoidal movement of the cursor on Drop Pad's main XY-pad. Depending on the cursor position, the 
volume of each sample will change and cross-fade with the other samples.  
MORPH movements can either run in AUTO mode (independently from the tempo of the host), or in MANUAL mode, where they 
can be recorded by the user (and synced to the host). 

WARP 
On the contrary, Warps are immediate, automated jumps of the cursor position. They can be applied on top of the MORPH 
movement In the main XY-pad. WARP movements are always looping and can be set to different shapes and tempos. 
WARP movements can be also applied to the filters and to certain FX controls. 



3 MAIN 
The MAIN window provides an overview of the four samples used in the current Snapshot along with their waveforms. To the left 
are the controls relating to the MORPH and the WARP controls, which allows the balance of the four sample layers to be 
modulated and warped in order to create a constantly changing texture. 

To the right are the Keyboard settings, a simple ARP on/off button and a switch to select Drop Pad's two different sample playback 
modes: SAMPLER MODE or TM (Time Machine) PRO MODE. 
When SAMPLER MODE is selected, the PLAY button and the waveforms are coloured in blue, when in TM PRO MODE, they become 
red. 
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  Drop Pad's Main Panel in Sampler Mode                 Drop Pad set to TM Pro Mode 
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AUTO / MANUAL MORPH Switches between auto or manual movement of the main cursor. 

AUTO MORPH CONTROLS 
AUTO MORPH is not synced to tempo, which means it will always run independently from any tempo setting of the host. 
SPEED Determines the Speed at which the X/Y cursor moves around the 4 pads.  
Val A Determines the shape of the up and down movement of the X/Y cursor. 
Val B Determines the shape of the left and right movement of the X/Y cursor. 
Note that the default modulation shape is circular and the X/Y controls set how much the path deviates from a circle. 
SIZE Determines the size of the area the X/Y cursor moves around the 4 pads. 

MANUAL MORPH CONTROLS 
Can be used if no cursor movement is needed or to record tempo-synced cursor movements. 
To record a cursor movement: 
1. Adjust the DURATION of the recording (from 1/4 to 128 Bars) 
2. Press REC and then PLAY (or activate SYNC TO DAW and press Play in your DAW). 
3. Move the cursor with the mouse or via automation. 
4. When the end of DURATION is reached, it will automatically go back into PLAY mode. 
5. If SYNC TO DAW is activated, the PLAY button is controlled by the DAW and the movement will start 

when the DAW is running. When NO SYNC is selected, PLAY works independently from the DAW. 
6. Click on CLEAR to delete a recording of the movement  
LOAD / SAVE import or export recorded Morph movements from / to disk.   

WARP CONTROLS 
Warp movements are immediate cursor jumps to different XY-pad locations. They are always synced to 
the host tempo and need a key (or PLAY button) trigger to start. 

SHAPE Determines the direction/shape of the Volume Warp movements. 
TEMPO Adjusts the tempo of the Warp movement in note value length. 
DEPTH  Increases the range over which the parameters are modulated. 
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SAMPLER MODE Samples mapped across several keys will play tonally. Recommended for arps, strings, pads and so on. This 
mode is very CPU efficient. When set to Sampler Mode, the four waveforms are coloured in blue. 

TM PRO MODE Sync’s to your host/DAW. Recommended for drum / rhythmic loops. The sample length will be retained when 
played in higher or lower pitches. TM PRO is more CPU intensive than Sampler mode. When set to TM PRO Mode, the four 
waveforms are coloured in red and additional sample controls become available in the EDIT window.

KEY CONTROLS 
MAIN VOL  Adjusts the overall Volume level of the four loaded samples. 
KEY BAL  Adjusts the Volume balance across the keyboard. 
VELO  Adjusts the note velocity when a key is played. 
PB RANGE  Changes the pitch of the sound being play in semitones….+/-12 (1 octave)
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DRAG + DROP SAMPLE IMPORT 

To import a new sample, simply drag-and-drop the file from any disk location onto one of the four blue (or red) squares on the 
interface. If there is already an audio file present, dropping a new sample will replace the older audio file.  
After a successful import, you should see the waveform of the imported sample. If there is loop point metadata present in the 
audio file, Drop Pad will recognise these. 
       Drop Pad also attempts to find the the root key of the sample and adjusts the pitch    
       correspondingly during import. If there are no harmonic elements in an audio file (i.e. a drum 
       loop or a sound effect) Drop Pad will set its root key to C3 after which you can change it if  
       you need to. Each imported sample will be automatically mapped across the whole range of  
       the Kontakt keyboard (from C-2 to C6). Different velocity layers aren't supported.    
       Supported file formats are WAV, AIFF, NCW and REX in Mono or Stereo. 

Please note that Kontakt does not support mp3, OGG or FLAC formats. Also, 32 bit float AIFF+WAV files created by some 
programs (like Cubase) and 64 bit float files will not work unless converted into standard WAV or AIFF files. 

All samples used by the factory snapshots are located in the "Samples" folder in the Drop Pad directory - and we also added 
some useful bonus samples  (like basic waveforms and all kind of noises) which can be found in the "Waveforms" folder. 

SAMPLE LOCATION 
When working between systems, user samples must be placed within Drop Pad 2.2. RE’s "Samples" folder. When loading a 
snapshot, Drop Pad is always checking the "Samples" folder first - if it can't find a sample, it will look at its absolute path and 
will try to load the file. 

If Drop Pad still can't find one or more samples of a snapshot, it is possible to ALT-click on EDIT to show the files included in the  
snapshot. The sample names will be displayed at the bottom info line of Kontakt so they can be searched in the operating 
system.
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4 EDIT 
The EDIT page is where you can again drag-and-drop your own samples but there are also controls relating to the pitch and 
envelope of each sample and to its playback speed. It is also possible to change the start point of each sample simply by 
dragging the start line to a new position. 

To the left is a smaller sized morph display which shows the current Morph movement. 

To the right is an Arpeggiator with adjustable pitch (octave) and swing setting. There’s also a Hold mode that latches the 
arpeggiator until a new note is played. 

Hold the ALT key to change similar controls 
for pad A,B,C and D at once. 
(works with: 
GAIN, PAN, ADSR, OCT, PITCH, FINE)
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SAMPLE START Drag the cursor at the start of the waveform to alter the Sample Start. 
GAIN Adjusts the playback level of the sample. 
PAN Adjusts the left and right position of the sound when working in stereo. 
ADSR Standard envelope control affecting the level of the sample playback. 
OCT Adjusts the Octave range of the sample….-2 / +2 octaves 
PITCH Adjusts the Pitch range of the sample….-12 / +12 semitones (1 octave) 
FINE Adjusts the Fine tuning range of the sample from -50 to +50 cents  
RNDM Selects a different start time each time the sample is played 
SPEED Adjust the speed of sample playback (Only available in TM PRO Mode) 
LOOP OFF/ON Determines if the sample plays in Loop mode. 
FORWARD/REVERSE changes the sample playback direction. When using this function 
it might be also necessary to adjust SAMPLE START. 
TM SYNC TEMPO Sync’s to your host/DAW….Recommended for drum / rhythmic loops. 
TM Sync FREE Plays sample at original tempo….Recommended for arps, strings and pads. 

ARP Click text to turn Arp function on or off. 
MODE 14 different modes which determine the note order the Arp is played. 
RATE Adjusts the Arp rate in note value length. 
OCT Adjusts the Octave range of the Arp….-3 / +3 octaves. 
SWING Delays the position of every other note to achieve a swing /shuffle groove. 
HOLD Holds the note(s) played by the Arp until a new note(s) is played. 



5 MOD 
The modulation section contains a LOW PASS FILTER, a PEAK FILTER and a HIGH PASS FILTER, each to be assigned to one or 
more of the four sample pads designated A,B,C and D.  
It is further possible to modulate the filter setting via a choice of WARP shapes allowing both the X and Y parameters of each 
pad’s cursor to be changed during playback.  Note that the changes occur as small steps, locked to the song tempo, so for the 
smoothest result use the circular or up/down modulation modes.  

There’s also LFO modulation for PAN and PITCH that can be applied to each of the four samples. 
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The MOD PRESETS system can quickly 
store and recall 9 different MOD setups. 

Click on one of the 9 numbers to load a MOD 
setup. 
Click on STORE and choose one of the 9 
numbers to write a setup into Drop Pad's 
memory. 
All MOD controls are stored: Filter, Warp and 
LFO settings. 

ALT click on STORE or the numbers will 
export or import the whole bank of 9 MOD 
setups to or from disk. 
These nka files can also be imported to other 
Drop Pad snapshots.



LOW PASS FILTER Allows low frequency signals to pass while attenuating higher frequencies.  
PEAK FILTER A filter that passes a narrow band of frequencies and attenuates all other frequencies 
HIGH PASS FILTER Allows high frequency signals to pass but attenuates low frequencies. 

A B C D Select to assign one of the filters to sample A,B,C or D. You can assign a filter to multiple samples whereupon the same 
filter settings will be applied to all of the selected sample parts. 
ENV Filter Envelope Amount  
DEC Filter Envelope Decay 
X/Y Cursor Controls horizontal and vertical movement by dragging after which the Warp modulator, when active, moves it from 
that point. 
Cut Off Y Controlled by vertical movement of cursor. Used to adjust the point from where the frequency will start to Cutoff. 
Reso X Controlled by horizontal movement of cursor. Used to attenuate the frequency set by the Cutoff frequency. 
                                                                 
WARP FUNCTIONS 
DEPTH  Increases the range over which the parameters are modulated. 
SHAPE Determines the direction/shape of the Filter Warp. 
TEMPO Adjusts the movement of the Filter Warp in note value length. 
RETRIG   On: Warp resets position and restarts when a new note is played. 
   Off: Warp is free running regardless of notes played.                                                          

PAN & PITCH LFOS 
A, B, C, D - Select to assign LFO to signal.  
Depth - Control the amount of modulation assigned to each pad.  
Tempo Sync - Click to switch between Tempo Sync and Free Sync 
Rate (Tempo Sync) - Adjusts the movement of the LFO in note value length. 
Rate (Free Sync) - Adjusts the movement of the LFO in Hertz. 
LFO Waveform Menu - Selects a pre defined list of waves (Sine, Square, Saw, Triangle, Random). 
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6 FX 
Drop Pad's FX section utilises Kontakt’s powerful effects capabilities allowing up to seven effects to be added. Note that these are 
added globally and so affect all samples in a Snapshot. Furthermore there’s an FX WARP pad that allows the X and Y axes each to 
be assigned to an FX parameter, available from a drop-down menu. The rate, modulation shape and tempo-related speed of the 
modulation can be controlled. 
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The FX PRESETS system can 
quickly store and recall 9 different 
FX (+EQ) setups. 

Click on one of the 9 numbers to 
load an FX setup. 
Click on STORE and choose one of 
the 9 numbers to write a setup into 
Drop Pad's memory. 

ALT click on STORE or the numbers 
will export or import the whole bank 
of 9 FX setups to or from disk. 
These nka files can also be imported 
to other Drop Pad snapshots.



Note that REVERB and DELAY are set up as Send FX, all other FX are Inserts. 

REVERB 
REVERB - Click text to turn Reverb function on or off 
TIME - Adjusts the duration of the reverb effect. 
PRE D - Adds an amount of delay before the reverb takes effect. 
DIFF - Adjusts the density of the reflections in the room simulated by the reverb effect. 
SIZE - Adjusts the size of the room simulated by the reverb effect. Higher values replicate larger rooms. 
DAMP - Adjusts the amount of absorption in the room simulated by the reverb effect. Higher values result in more absorption. 
MOD - Adjusts the amount of modulation applied to the reverb effect. Turned fully counter-clockwise, no modulation is applied. 
ALGO - Selects one of two reverb modes (Room and Hall) 
OUTPUT - Set the amount of level of the module in dB 

CHORAL (Chorus)  
CHORAL - Click text to turn Choral function on or off 
AMOUNT - Adjusts the amount of modulation applied to the sound. 
WIDTH - Pans the chorus voices in opposite directions, widening the stereo image. 

FLAIR (Flanger) 
FLAIR - Click text to turn Flair function on or off 
AMOUNT - Adjusts the amount of modulation applied to the pitch, adding movement to the flanging effect. 
RATE - Adjusts the frequency of the modulation applied to the pitch.  
F-BACK - Adjust the level of feedback signals from the outputs of the flanger voices to their inputs, creating a more resonant and 
metallic sound. 

PHASIS (Phaser)  
PHASIS - Click text to turn Phasis function on or off 
AMOUNT - Adjusts the amount of modulation applied to the centre and spread. 
RATE - Adjusts the frequency of modulation applied to the centre and spread. The modulation effect becomes more prominent as 
amount is increased. 
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DRIVE (Bass Pro Amp / Van51) 
DRIVE - Click text to turn Drive function on or off 
MODE A/B - switches between two different drive modes. Selecting Mode A will produce a less aggressive sound than Mode B. 
DRIVE - Controls the amount of preamp overdrive. 
TONE - Adjusts the high frequency response. 
OUTPUT - Set the amount of level of the module in dB 

COMP (Supercharger GT) 
COMP - Click text to turn Comp function on or off 
INPUT - Controls the input gain. 
RATIO - Determines the amount of compression applied to the input signal. 
OUTPUT - Set the amount of level of the module in dB 

DELAY (Replika) 
DELAY - Click text to turn Delay function on or off 
RATE - Adjusts the delay time in note value length. 
DEPTH - Adjusts the amount of the modulation applied to the delay time.  
AGE - Emulates the characteristics of an ageing tape including limited high frequency response. 
DEPTH - Adjusts the amount of modulation applied to the delay time. 
FEEDBACK - Adjusts the level of the signal that is fed back to the delay’s input. Increasing feedback adds delay repeats. 
MODRATE - Adjusts the speed of the modulation. 
MODEL - Selects one of five delay modes (Modern, Analog, Tape, Vintage and Diffusion). 
OUTPUT - Set the amount of level of the module in dB 
PINGPONG - When activated, the delay repeats are panned hard left and right in alternating patterns. 

FX WARP 
X = Selects a pre defined list of FX control parameters. 
Y = Selects a pre defined list of FX control parameters. 
X/Y CURSOR - Activated when X and/or Y parameters are selected 
SHAPE - Determines the direction/shape of the Warp the when X/Y preset list is activated. 
TEMPO - Adjusts the movement of the FX Warp cursor in note value length. 
DEPTH - Amount of Warp assigned to the FX Warp pad. 
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7 AUTOMATION 
The following parameters are pre defined as ‘Host Automation’ to work within Komplete Kontrol or any DAW. 

Page 1 
#000 Morph Auto/Manual 
#001 Morph Speed 
#002 Morph Size 
#003 Morph Y 
#004 Morph X 
#005 Warp Depth 
#006 Warp Rate 
#007 Main Vol 

Page 2 
#008 Attack 
#009 Decay 
#010 Sustain 
#011 Release 
#012 Pan LFO Depth 
#013 Pitch LFO Depth 
#014 TM Pro / Sampler Mode 
#015 Solo OFF/A/B/C/D 

It is also possible to add custom Automation assignments for Drop Pad - To do so, open up the Kontakt Browser and navigate 
to 'Automation > Host Automation'. Then drag a free number (from #034 onwards) onto the Drop Pad control you wish to 
automate. All controls except menus and XY-pads are assignable. You must save the nki to make automation changes 
permanent (save as patch only). 

Alternatively it is possible to right click on a control and MIDI Learn to quickly connect a MIDI controller to one of the Drop 
Pad controls. 

Page 3 
#016 LPF Cutoff 
#017 LPF Reso 
#018 LPF Warp 
#019 PF Cutoff 
#020 PF Reso 
#021 PF Warp 
#022 HPF Cutoff 
#023 HPF Reso 

Page 4 
#024 HPF Warp 
#025 Reverb On/Off 
#026 Choral On/Off 
#027 Flair On/Off 
#028 Phasis On/Off 
#029 Drive On/Off 
#030 Comp On/Off 
#031 Delay On/Off 
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Page 5 
#032 MOD Presets 
#033 FX Presets 



8 KOMPLETE KONTROL 
It is recommended to install Drop Pad's custom library pictures and colours to use with Komplete Kontrol (or Machine+). 
They can be found in "Optional Files > Komplete Kontrol Pics". Simply copy the "drop pad 2" folders to these locations. 
colour files: 
Mac:   YourMacSystemHD/Users/Shared/NI Resources/dist_database/ 
Windows:  C:\Users\Public\Public Documents\NI Resources\dist_database\ 
picture files: 
Mac:   YourMacSystemHD/Users/Shared/NI Resources/image/ 
Windows:  C:\Users\Public\Public Documents\NI Resources\image\ 

1. Open Komplete Kontrol, select the User Instruments.  
You should see the Drop Pad 2 instrument - Click on it! 
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2. Select and load one of the 
snapshots with a double click.



3. Unfortunately Komplete Kontrol won't find  
the original nki but instead shows a  
"No Instrument Loaded" warning. 

4. Don't panic, simply double click again on the snapshot and a 
"Content Missing" dialogue box will appear.  

5. Make sure to select "Keep search mode and selected folders for 
the current session" and click on "Browse for file", 
then navigate to the "Drop Pad 2.2 RE.nki" file. 
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6. Click on "Open" and Drop Pad will be 
loaded! 

You can now also load all other 
DP 2 snapshots from the presets list on  
the left or directly from the keyboard 
controller instantly (without searching 
for the nki). 

Please note: 
To avoid the nki search procedure each time KK  
is launched again, each Drop Pad snapshots 
must be re-saved inside Komplete Kontrol or Kontakt 
using the "Save as…" command. 
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DROP PAD 2.2 is also available in the ORIGINAL version with a different sound library (snapshots with samples) in 
a light blue colour scheme. Apart from the visual appearance and the library there is no difference from the  
DROP PAD 2.2 RHYTHMIC EDITION instrument.
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9 CHANGELOG 
DROP PAD 2.2 / DROP PAD 2.2 RHYTHMIC EDITION (Nov 2022): 
- New PLAY / STOP button accessible from all windows 
- New ISOLATE and SOLO buttons accessible from all windows 
- Switching between SAMPLER MODE and TM PRO MODE now changes the main waveform / background colours 
- MAIN WINDOW: additional Volume Warp option 
- MAIN WINDOW: ARP On/Off button 
- minor GUI and colour adjustments  
- Bug fixes 

DROP PAD 2.0 (March 2022): 
- Additional MOD and FX PRESET quick loading/saving systems 
- New Solo buttons in EDIT, MOD and FX 
- MAIN: Morph Movements can now be recorded and exported/imported 
- EDIT: New REVERSE playback option for each sample 
- FX: Additional Drive Mode  
- FX: New EQ 
- new snapshot format 

DROP PAD 1.0 (January 2022): 
- initial release 



THANK YOU 
Thanks to all Beta-Testers! 

If you have any questions or feature requests please email info@soundtrax.de 

If you encounter a problem with your purchase or the download please email studio@sub51.co.uk 

Drop Pad was conceived and created by: 
Paul Joyner  https://sub51.co.uk 
André Abshagen  https://soundtrax-kontakt.bandcamp.com
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END USER LICENSE AGREEMENT 

PREFACE: This End-User License Agreement ("EULA") is a legal agreement between you and Sub51/soundtrax for the product Drop Pad accompanying this EULA, which 
includes computer software and may include associated media, printed materials, and online or electronic documentation ("Software"). By installing, copying, or using the 
software, you agree to be bound by the terms of this EULA. If you do not agree to the terms of this EULA, you may not use the software. 
The software is protected by copyright laws and international copyright treaties, as well as other intellectual property laws and treaties. The software is licensed, not sold. 
Sub51/soundtrax grants the Owner of this product the right to create finished musical works and performances using the sounds and software that comprise the product.
 
The making of sample libraries in any form, commercial or otherwise, using Drop Pad (be they single hits, loops, fully mixed audio clips, or scripts) is STRICTLY FORBIDDEN 
without express written agreement of Sub51/soundtrax, and violations will be prosecuted to the full extent of international and local copyright law. 
The ownership of all title and copyrights in and to the Software (including but not limited to any images, photographs, animations, video, audio, music, text, and "applets" 
incorporated into the Software ) is fully asserted by Sub51/soundtrax. 

The Owner may not transfer, modify, rent, lease, loan, resell, distribute, network, electronically transmit or merge the Software. 

DISCLAIMER OF WARRANTY: The software is provided "as is" and without warranty of any kind. The entire risk arising out of the use or performance of the software and 
documentation remains with user. To the maximum extent permitted by applicable law, Sub51/soundtrax further disclaims all warranties, either express or implied, including, but 
not limited to, implied warranties of merchantability and fitness for a particular purpose, with regard to the software, and any accompanying hardware. To the maximum extent 
permitted by applicable law, in no event shall Sub51/soundtrax be liable for any consequential, incidental, direct, indirect, special, punitive, or other damages whatsoever 
(including, without limitation, damages for loss of business profits, business interruption, loss of business information, or other pecuniary loss) arising out of this EULA or the use 
of or inability to use the software, even if Sub51/soundtrax has been advised of the possibility of such damages. 
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